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4>4 Gnuvtþn_

4>4>1 karbBa©Úl Windows Server 2003 Enterprise


muneBleRCIserIs Microsoft Windows Server 2003 Enterprise mktMeLIgKYr cgcaMfa RtUveRCIserIs Hardware (Requirement Hardware) eGaysmRsbsMrab; OS enHpg.


+ Minimum Hardware Requirements sMrab; Windows Server 2003 Enterprise



- Processor 133 MHz for x86-based Computer (550MHz is recommended)



- Free space sMrab; Hard Disk cab;BI 1.25GB eLIgeTA


- 128 of RAM (256 MB is recommended)



- 800 x 600 resolution rW higher



- CD-ROM rw DVD-ROM drive



-  Keyboard nig mouse  


dMNak;kalsMxan;²énkarbBa©Úl Windows Server 2003 Enterprise ÷


- dMbUgkMnt; first boot BI CD-ROM rW DVD-ROM kñúg Bios setup (bBa©Úl CD software Windows Server 2003 Enterprise edIm ( Restart PC.


- bnÞab; PC start rYcvapÞúk ¬load¦ nUv HAL.DLL ¬Hardware Abstract Layer¦ dUcCa BinitüemIl hardware compatible, license agreement CaedIm.


- Eck partition bnÞab;mkeRCIserIs partition edIm,I  set up nig format file system Ca NTFS ¬Network Technology File System¦ ehIyva copy file EdlRtUvtMeLIg ¬setup¦ elI Hard Disk. eRkayeBl copy file BI CD-ROM pÞúkelI Hard Disk rYcva reboot ( rYckMNt; First boot BI Hard Disk.


- bnÞab;BI PC start mþgeTotvacab;epþIm install device driver ( kMNt;eQµaHGñk tMeLIg nigeQµaHRkumh‘un rW GgÁPaB ¬organization¦( Next bMeBj Product key ( kMNt; cMnYn connection ( kMNt;RbePT keyboard, computer name nig kMNt; password sMrab; administrator ( kMNt; time zone nig kMNt; networking setting ( bMeBjeQµaH workgroup rW domain.
4>4>2 kartMeLIg Active directory elI Windows Server 2003 Enterprise


kartMeLIg Active directory kñúgeKalbMNgRKb;RKg objects rW network resources

dUcCa user, computer, printer CaedIm. BiessCagenHeTAeTot Active directory Ca Database EdlGaceGay PC mYy RKb;RKg Domain )an ehAfa Domain controller Server.

munnwgtMeLIg Active directory services eyIgKYrerobcMKMeragmYycMnYn dUcCa  ÷


÷kMNt;eQµaHkMuBüÚT½r


÷ Domain name eQµaH domain name rbs; Windows Server 2003 canrcnasm<n½§ ¬hierarchy¦ dUc domain name rbs; internet ¬sscs.gov.kh¦.


÷BinitüemIl network configuration



- Network Interface Card (NIC) P¢ab;eTA Hub 



- ( Client for Microsoft networks



- (  File and Printer Sharing for Microsoft Networks
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rUbTI 4>3 Local Area Connection

- ( Internet Protocol (TCP/IP)




IP address: 10.1.4.254




Subnet mask: 255.255.255.0




DNS: 203.189.128.1




          203.189.128.2




          10.1.4.254
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You can get IP settings assigned automtically i your network supports
this capabilty. Otherwise, you need to ask.your network dnistrator
for the appropriate IP sektings.

 Obtain an IP adsess automaticaly

Uss the follwing IP sddress:

1P address: 0.1 .4 .25
Subnet mask: 25 255 . 255 . 0
Default gateway: 10

€ Obtain D3 server address autamatizall
[+ Use the follawing DNS server addresses;

Breferred DIS server: 203189 . 128 . 1

alernate DS server: 203 189 . 128




 

rUbTI 4>4 TCP/IP properties
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rUbTI 4>5 Advanced TCP/IP Settings

÷BinitüemIl System drive rbs; Windows Server 2003 fa file system Ca NTFS


eRkayeBlerobcMKMeragrYcehIy eyIgcab;epþImtMeLIg Active directory service ÷



- cuc start ( Run ( vay dcpromo ( OK ( Next ( Next ( ykBakü Domain Controller for new domain ( Next ( ykBakü Domain in new forest ( Next ( bMeBjeQµaH Domain name ¬full DNS name¦ ( Next ( bMeBj Domain NetBIOS name ( Next 
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rUbTI 4>6 bMeBjeQµaH Full DNS name
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rUbTI 4>7 bMeBjeQµaH NetBIOS name
( rkSa Location én Database folder nig log folder dEdl ( Next ( Next ( ykBakü install and configure the DNS... (
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rUbTI 4>8 DNS registration
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rUbTI 4>9 eRCIserIs Permission compatible
Next ( yk Permission compatible with Pre-Windows Server 2000 ( Next ( bMeBj password sMrab; Active directory ( Next ( Finish.
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